
RECYCLABLE OMNIA 
LIGHTWEIGHT PANELS

VEHICLE RANGE



IMMEDIATE AVAILABILITY
An offer that enables you to find a road-ready 
solution (vehicle & body) at your dealership ready to 
DriveAway. 

FULL RANGE OF BODIED VEHICLES
Daily DriveAway makes available a full range of 
conversions to meet your business needs including 
Dropsides, Tippers, Luton, Box and Cur tainside.

 
 

GUARANTEED QUALITY
Operate your vehicles with confidence knowing that 
IVECO has chosen a select range of Bodybuilder 
par tners that offer the same high standards of 
product design, quality and service as IVECO itself.
 
ENHANCED FUNCTIONALITY AND 
DRIVER COMFORT 
All DriveAway models are configured with Daily 
Business trim including manual air conditioning, cruise 
control, electric heated mirrors and fog lights as 
standard.

PEACE OF MIND
All models will be priced as a complete vehicle and
come with a 3-year 100,000 mileage warranty 
including a repair & maintenance package on the 
chassis and a 3-year unlimited mileage warranty on 
the body.

AFTERSALES SUPPORT
Our truck focused network will suppor t you with 
nationwide aftersales care including IVECO’s roadside 
recovery programme, Assistance Non-Stop (ANS).

A RANGE OF COMPETITIVELY PRICED, FULLY-BODIED VEHICLES READY FOR IMMEDIATE 
DELIVERY. VEHICLES THAT YOU CAN COUNT ON TO SUPPORT YOUR BUSINESS, WITH A GUARANTEE OF A HIGH 
QUALITY BODY FOR EVERY APPLICATION, ALLOWING YOU TO FOCUS ON YOUR EVERYDAY JOB. 



DAILY DROPSIDE 3.5T
• SINGLE REAR WHEEL DRIVE 
• MANUAL GEARBOX, 136HP ENGINE
• 3750MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     4188mm
Complete vehicle length   6626mm
Complete vehicle height   2200mm
Indicative Payload      1296kg

Anti-slip floor and non-slip deck. Cab protection with a 
minimum of 500 hours salt spray resistance.

DAILY DROPSIDE 7.2T
• TWIN REAR WHEEL DRIVE 
•   HI-MATIC GEARBOX, HEAVY DUTY 176HP ENGINE
• 5100MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     6230mm
Complete vehicle length   8660mm
Complete vehicle height   2480mm
Indicative Payload      4070kg

Anchor points, anti-slip floor and adjustable closures with 
anti-vibration system. Cab protection panel incorporating 
ladder rack.

DAILY SCAFFOLD DROPSIDE 7.2T
• TWIN REAR WHEEL DRIVE 
•   HI-MATIC GEARBOX, HEAVY DUTY 176HP ENGINE
• 5100MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     6550mm
Complete vehicle length   9050mm
Complete vehicle height   2480mm
Indicative Payload      3845kg

Anchor points, anti-slip floor and adjustable closures with 
anti-vibration system. Cab protection panel incorporating 
ladder rack.

CATEGORY

DROPSIDE



DAILY TIPPER 3.5T
• TWIN REAR WHEEL DRIVE 
• MANUAL GEARBOX, 136HP ENGINE 
• 3450MM WHEELBASE                       

NOMINAL BODY DIMENSIONS:
Load length    3352mm 
Complete vehicle length   5910mm
Complete vehicle height   2395mm
Indicative Payload    914kg

Rear tipping steel body, electro-Hydraulic tipper gear, cab 
protection panel incorporating ladder rack.

DAILY CAGED TIPPER 3.5T
• TWIN REAR WHEEL DRIVE 
• MANUAL GEARBOX, 136HP ENGINE
• 3750MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     3010mm*
Complete vehicle length   6175mm
Complete vehicle height   2395mm
Indicative Payload      713kg

Rear tipping steel body, electro-Hydraulic tipper gear, cab 
protection panel incorporating ladder rack, aluminium locker.

* After allowing for front mounted storage locker 

DAILY ARBORICULTURAL  
TIPPER 3.5T
• TWIN REAR WHEEL DRIVE 
• MANUAL GEARBOX, 160HP ENGINE 
• 3750MM WHEELBASE                       

NOMINAL BODY DIMENSIONS:
Load length    3010mm*
Complete vehicle length   6255mm
Complete vehicle height   2620mm
Indicative Payload    606kg**

Rear tipping steel body, electro-Hydraulic tipper gear, cab 
protection panel incorporating ladder rack, aluminium locker.

*   After allowing for front mounted storage locker 
** Payload subject to variance due to engineering tolerances

DAILY TIPPER 7.2T
• TWIN REAR WHEEL DRIVE 
• MANUAL GEARBOX, 176HP ENGINE 
• 3750MM WHEELBASE                       

NOMINAL BODY DIMENSIONS:
Load length    3810mm 
Complete vehicle length   6425mm
Complete vehicle height   2475mm
Indicative Payload    3806kg

Rear tipping steel body, electro-Hydraulic tipper gear, cab 
protection panel incorporating ladder rack.

CATEGORY

TIPPER



DAILY BOX 7.2T 
• TWIN REAR WHEEL DRIVE 
•  HI-MATIC GEARBOX, HEAVY DUTY 176HP ENGINE
• 5100MM WHEELBASE
•  CROSSWIND ASSIST, LANE DEPARTURE WARNING & 

PROACTIVE LANE KEEPING ASSIST

NOMINAL BODY DIMENSIONS:
Load Length    6230mm
Complete vehicle length   8820mm*
Complete vehicle height   3280mm*
Payload with column lift 3799kg
Payload with tuckaway tail-lift 3684kg

GRP Box with cab air deflector & recyclable body materials 
& wide slat rear shutter. 

* without column lift

DAILY CURTAINSIDE 3.5T
• SINGLE REAR WHEEL DRIVE 
•  MANUAL GEARBOX, 136HP ENGINE 
• 3750MM WHEELBASE 
                     
NOMINAL BODY DIMENSIONS:
Load length    4230mm
Complete vehicle length   6770mm
Complete vehicle height   3280mm
Indicative Payload       1114kg

2 rows of internal lashing bars with barn doors with high 
security locking gear & recyclable floor & bulkhead.

DAILY CURTAINSIDE 7.2T
• TWIN REAR WHEEL DRIVE 
•  HI-MATIC GEARBOX, HEAVY DUTY 176HP ENGINE 
• 5100MM WHEELBASE
• CROSSWIND ASSIST AS STANDARD
                     
NOMINAL BODY DIMENSIONS:
Load Length    6100mm
Complete vehicle length   8820mm*
Complete vehicle height   3320mm*
Indicative Payload       3611kg*

Cab air deflector and barn rear doors, PVC cur tains 
tensioned by black webbing straps with stainless steel locking 
buckles and recyclable 
floor & bulkhead.

* without tuckaway lift

MODELS 

BOX

CURTAINSIDE



DAILY WELFARE VAN 3.5T
• SINGLE REAR WHEEL DRIVE 
• MANUAL GEARBOX, 136HP ENGINE
• 3520MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     3540mm
Complete vehicle length   6109mm
Complete vehicle height   2640mm
Indicative Payload      820kg

Includes a conference table with 4 seats,  sink area with hot 
and cold water tanks, a 400W microwave, hot water boiler, 
and toilet facilities.

DAILY TRAFFIC MANAGEMENT
CAB 3.5T
• TWIN REAR WHEEL DRIVE 
• MANUAL GEARBOX, 136HP ENGINE
• 4100MM WHEELBASE        

NOMINAL BODY DIMENSIONS:
Load length     4064mm
Complete vehicle length   7640mm
Complete vehicle height   2640mm
Indicative Payload      754kg

Dropside with front integrated sign rack. Nearside and 
offside conewells with sliding access panel.

MODELS 

LUTON 

WELFARE VAN

TRAFFIC MANAGEMENT CAB

DAILY LUTON 3.5T
• SINGLE REAR WHEEL DRIVE 
•  MANUAL GEARBOX, 136HP ENGINE 
• 3750MM WHEELBASE 
                     
NOMINAL BODY DIMENSIONS:
Load length    4120mm
Complete vehicle length   5530mm*
Complete vehicle height   3031mm*
Indicative Payload       1086kg*

2 rows of internal lashing bars and roller shutter rear door.

* without column lift



eDAILY DROPSIDE 4.25T
• TWIN REAR WHEEL DRIVE
• 140KW POWER / 190HP POWER
• 400 NM TORQUE
• ZERO EMISSIONS        

NOMINAL BODY DIMENSIONS:
Load length     4200mm
Complete vehicle length   6633mm
Complete vehicle height   2395mm
Indicative Payload      1393kg

Lightweight galvanised steel underframe with rope hooks 
attached to each crossmember, groove aluminium side rave 
fitted with 5 pairs of recessed T bar load rated lashing points. 
Heavy duty steel ladder gantr y.

eDAILY TIPPER 4.25T
• TWIN REAR WHEEL DRIVE 
• 140KW POWER / 190HP POWER
• 400 NM TORQUE
• ZERO EMISSIONS         

NOMINAL BODY DIMENSIONS:
Load length     3780mm
Complete vehicle length   6213mm
Complete vehicle height   2395mm
Indicative Payload      1223kg

Aluminium tipper body with heavy duty electro-hydraulic 
underfloor tipping gear with in-cab controls. Galvanised steel 
chassis subframe and heavy duty steel ladder gantr y.

eDAILY CAGED TIPPER 4.25T
• TWIN REAR WHEEL DRIVE 
• 140KW POWER / 190HP POWER
• 400 NM TORQUE
• ZERO EMISSIONS
                     
NOMINAL BODY DIMENSIONS:
Load length    2980mm
Complete vehicle length   5413mm
Complete vehicle height   2395mm
Indicative Payload       1073kg

Aluminium caged tipper body with heavy duty electro-
hydraulic underfloor tipping gear with in-cab controls. 
Galvanised steel chassis subframe and heavy duty steel ladder 
gantry. Fitted with a tool box.

NEW

MODELS

DROPSIDE

TIPPER

CAGED TIPPER

NEW

NEW



INCREASED FUNCTIONALITY WITH 
NEW DAILY BUSINESSS

ALL DAILY DRIVEAWAY VARIANTS ARE CONFIGURED AS DAILY BUSINESS 
A SUPERIOR LEVEL OF SPECIFICATION COMPRISING MANAUL AIR 

CONDITIONING, CRUISE CONTROL, ADJUSTABLE ELECTRIC HEATED MIRRORS 
AND FOG LIGHTS AS STANDARD. 


